METHOD AND ARRANGEMENT FOR SENDING A VIDEO PRESENTATION 



FIELD OF THE INVENTION 
[01] This invention relates to sending video and voice or other continuous 
data over a network, such as the Internet, to subscribers' terminals. Especially 
the invention concerns sending live video show from a video producer to sub- 
scribers. 

BACKGROUND OF THE INVENTION 
[02] There exist several solutions for sending real-time, i.e. live, video from a 
video producer to a customer's terminal. The RTP (Real-time Transport Proto- 
col) and RTSP (Real Time Streaming Protocol) are usually the most common 
solutions used but other solutions exist as well. 

[03] RTP (Real-time Transport Protocol) provides end-to-end network trans- 
port functions suitable for applications transmitting real-time data, such as au- 
dio, video or simulation data, over multicast or unicast network services. RTP 
does not address resource reservation and does not guarantee quality-of- ser- 
vice for real-time services. Sequence numbers included in RTP allow the re- 
ceiver to reconstruct the sender's packet sequence. The sequence numbers 
might also be used to determine the proper location of a packet, for example 
in video decoding, without necessarily decoding packets in sequence. 

[04] The RTP data transport is augmented by a control protocol (RTCP) to 
allow monitoring of the data delivery in a manner scalable to large multicast 
networks, and to provide minimal control and identification functionality. RTCP 
is based on the periodic transmission of control packets to all participants in 
the session, using the same distribution mechanism as the data packets. The 
underlying protocol must provide multiplexing of the data and control packets, 
for example using separate port numbers with UDP. RTCP provides feedback 
on the quality of the data distribution and carries a persistent transport-level 
identifier for an RTP. 



[05] Both RTP and RTCP are designed to be independent of the underlying 
transport and network layers. 

[06] The Real Time Streaming Protocol (RTSP) is an application-level proto- 
col for control over the delivery of data with real-time properties. RTSP pro- 
vides an extensible framework to enable controlled, on-demand delivery of 
real-time data, such as audio and video. Sources of data can include both live 
data feeds and stored clips. This protocol is intended to control multiple data 
delivery sessions, provide a means for choosing delivery channels such as 
UDP, multicast UDP and TCP, and provide a means for choosing delivery 
mechanisms based upon RTP 

[07] RTSP establishes and controls either a single or several time- 
synchronized streams of continuous media (audio and video i.e. data where a 
timing relationship exists between a sender and receiver). It does not typically 
deliver the continuous streams itself, although interleaving of the continuous 
media stream with the control stream is possible. In other words, RTSP acts 
as a remote control for multimedia servers. The set of streams to be controlled 
is defined by a presentation description. The stream means a single media in- 
stance, such as an audio stream or a video stream. When using RTP, a 
stream consists of all RTP and RTCP packets created by a sender within an 
RTP session. 

[08] An RTSP session is not tied to a transport-level connection such as a 
TCP connection. During an RTSP session, an RTSP client may open and 
close many reliable transport connections to the server to issue RTSP re- 
quests. Alternatively, it may use a connectionless transport protocol such as 
UDP. The streams controlled by RTSP may use RTP, but the operation of 
RTSP does not depend on the transport mechanism used to carry continuous 
media. 

[09] Since not all media servers have the same functionality, media servers 
by necessity will support different sets of requests. For example, a server is 
only capable of playback, or a server is not capable of seeking absolute posi- 



tioning, if it is to support live events only, or furthermore some servers do not 
support setting stream parameters and thus not support GET parameter and 
SET parameter. 

[10] For compensating the lack of supporting various requests, RTSP can be 
extended in some ways. For example, existing methods can be extended with 
new parameters, as long as these parameters can safely be ignored by the 
recipient. Another way is to add new methods. If the recipient of the message 
does not understand the request, it responds with an error code and the 
sender should not attempt to use this method again. A client may also use the 
OPTIONS method to inquire about methods supported by the server. The 
server SHOULD list the methods it supports using the Public response header. 
Further, a new version of the protocol can be defined, allowing almost all as- 
pects to change. 

[11] As can be noted, the known solutions for delivering live media streams 
are relatively complex. Furthermore, they are usually not supported in web 
servers in the Internet since they need special software. Many service provid- 
ers have no interest to invest in different, expensive, and parallel media deliv- 
ery systems. A primary goal of the invention is to alleviate the problems of the 
known solutions. This is achieved in a way described hereunder. 



SUMMARY OF THE INVENTION 

[1 2] An important concept of the invention utilizes a common web server 
(supporting an HTTP protocol), which is adapted to send consecutive video 
files to subscribers' terminals directly, or via a proxy. The server receives the 
encoded video data arranged into consecutive packets from a video provider's 
encoding element, called broadcaster. The sending from the broadcaster to 
the web server is preferably made using FTP (File Transfer Protocol) protocol. 
The FTP transport contains both the video data and index data. The index 
data identifies the current file that is being sent to the subscriber's terminal 
(preferably, the latest data file being sent to the web server). The subscriber's 
terminal sends a request for the desired video to the web server or the proxy. 



As a response, the terminal receives the index file that contains the informa- 
tion of the current video file (in addition, the invention can be used for any 
stream, not just video stream). When the subscriber's terminal knows the cur- 
rent video file, it can request the web browser to send, i.e. play, the current file 
becomes the first file for the particular client. Unless otherwise indicated or it is 
clear from context, in this application references to first file relate to the first 
file for a specific terminal as described above, i.e. a combination of general 
stream data and the current file in the presentation. The subscribers terminal 
can directly request the following files belonging to the video presentation. A 
presentation means a set of one or more streams presented to the client as a 
complete media show. The transport between the web server and the sub- 
scriber's terminal is made using the HTTP protocol. Furthermore when using a 
standard HTTP proxy the requests for media files are identified in a way that 
the proxy can store them, and only a single connection from the proxy to the 
web server needs to be made for multiple viewers using the proxy. 

[13] Thus the preferred aspect of the invention comprises an arrangement for 
delivering at least one live presentation to at least one subscriber, via a net- 
work. Coupled to the network are at least one web server and at least one 
encoding element. The web server comprises a stream receiver module 
adapted to receiving continuous presentation data from the encoding element, 
a presentation arranger adapted to arrange the presentation data into a plural- 
ity of presentation files, said arranger also adapted to define a current presen- 
tation file. A delivery module is constructed to deliver the presentation files, 
starting from the current presentation file, responsively to client requests from 
subscribers. 

[14] Another aspect of the inventive arrangement comprises a player module 
in the subscriber terminal for playing the presentation and requesting the 
presentation files in a way that after receiving the index file the player module 
requests the first file of the presentation, the request containing the name of 
the presentation and an identification path information of the current file. Sub- 
sequent presentation files after the first file are deduced by the player module. 



The player module requests the subsequent files from the web server, and the 
request path info contains the name of the presentation and identification path 
information of the latest file for the presentation. 

[15] Yet further, the arrangement may comprise a proxy through which the 
presentation files are delivered from the web server to the subscriber terminal, 
the proxy being capable to save the presentation files. 

[16] The invention also concerns the method comprising the steps of: 

receiving a continuous media stream and identifying information of a current 
presentation data in real-time in a web server; forming presentation files from 
the continuous media stream and saving real-time identifying information; and 
delivering the presentation files responsively to a request for the live presenta- 
tion in such a way that the identifying information identifies the first file to be de- 
livered, and subsequent requests identify directly the following presentation files 
to be delivered. 

[17] In a preferred aspect of the delivering step of the presentation files is 
performed in such a way that the continuous presentation data which is ar- 
ranged into the file is sent to the subscriber terminal in real-time before the 
whole file is formed. 

[18] It is also desired the method further comprise the steps of: forming in 
real-time a continuous media stream; and identifying frequently a current 
presentation data in the media stream, more preferably prior to the step of re- 
ceiving. 

[19] The requests are preferably HTTP requests comprising path info of the 
presentation files. Depending on the path info of the request a single presen- 
tation file or a group of presentation files are delivered as a response to the 
request. The presentation files may be delivered through a proxy, which is ca- 
pable to buffer, i.e. save the presentation files. The proxy can preferably multi- 
cast the live presentation utilizing the saved files. 



BRIEF DESCRIPTION OF THE DRAWINGS 



[20] In the following the invention is described in more detail by means of 
Figs 1 - 4 in the attached drawings where 

[21] FIG. 1 illustrates an example of the arrangement according to the 
preferred embodiment of the invention, 

[22] FIG. 2 illustrates an example of the data and index packets deliv- 
ered from the broadcaster to the web server, 

[23] FIG. 3 illustrates an example of a media stream send to a sub- 
scriber, and 

[24] FIG. 4 illustrates an example of a flow chart describing the method 
according to the preferred embodiment of the invention. 

[25] Fig. 5 depicts an internal construction of a web server in accordance with 
a preferred implementation of the invention. 



DETAILED DESCRIPTION 
[26] FIG. 1 shows a preferred embodiment of an arrangement according to 
the invention. Let a video provider be at a popular festival for making a live 
show for distributing the festival to subscribers. A camera 1 is connected to 
an encoding element 2, called a broadcaster. The broadcaster contains 
means 21 for receiving information from video and audio devices, such as the 
cameraman's camera, used to capture video information. The broadcaster 
supports different formats of video and audio, for example, DV, analog, or 
other formats. It is also possible to define frame rate for the video to be cap- 
tured. Audio and video are preferably synchronized. 

[27] The broadcaster encodes the captured video (and voice) using an en- 
coding module 22. The video can, for example, be encoded to the MVQ (Mo- 
tion Vector Quantization) format, but other suitable encoding methods can 
also be used. Since the encoding process is relatively tedious, and it is not 



convenient to send large video files via long transmission paths, the broad- 
caster is preferably situated near the origin of the video source. 

[28] The broadcaster contains means 23 for sending the encoded video (and 
voice also) to a web server 3. The broadcaster uses regular FTP connection to 
send the streaming data (usually simultaneous video and voice streams) to 
the server. Any convenient transmission protocol can also be utilized. The 
sending means 23 also contains connection options such as a destination ad- 
dress of the FTP server, e.g. the web server 3, bandwidth and an FTP port. 
The presentation originator selects a name of the data stream, and a directory 
with a name that is to be created on the web server. When first opening the 
FTP connection to the server, the broadcaster sends the web server an index 
file that describes the characteristics of the streams that are going to be sent 
over the FTP connection. The broadcaster sends the streaming data to the 
FTP server, i.e. the web server, which is identified by its IP addresses. The 
data are transmitted as soon as they are available (encoded and arranged into 
consecutive packets called fragments and segments) in the broadcaster. 

[29] There are actually two separate data streams for each transmission from 
the broadcaster to the web server as described in FIG. 2. The first data stream 
221 contains small fragments (preferably about 2 seconds of data), and the 
second data stream 222 larger segments (preferably about 30 second of 
data). The lengths of the fragments and segments are configurable features. 
The small fragments allow the subscriber to start watching the video presenta- 
tion without a considerable delay, while the larger segments reduce the load 
on the web server when the clients switch to download larger segments in- 
stead of the fragments. 

[30] One segment contains 15 fragments (in this case). The fragments are 
named so that the first fragment of the whole continuous stream is called 1- 
Lmvq, the second 1-2.mvq and so on, until all the fragments that fit into one 
segment have been sent. After the segment is transmitted, the naming 
changes so that the change of the segment is indicated in the fragment name 
by increasing the first number of the name by one. So the first fragment in the 



second segment is named 2-1 .mvq. Next one is 2-2.mvq and so on. The seg- 
ments are also named sequentially so that the first segment in the continuous 
stream is called l.mvq, the next 2.mvq, and so on. The naming of the frag- 
ments and segments makes it possible for the web server to deduce the cur- 
rent file and fragment in the segment. 

[31] The broadcaster starts to send both the fragments and the segments as 
soon as it has established an FTP connection with the web server and there 
exists valid encoded data to be sent. The Streams (consecutive transport 
packets containing data files) are sent to the server in the pre-chosen location 
and all the files are preferably saved into the same directory 34. 

[32] As showed in FIG. 2, index files 223 (forming the third stream) are also 
sent to the web server. The index files are frequently sent at the beginning of 
each fragment file. The index file tells the web server the required information 
about the data files that the broadcaster is sending over the FTP connection. It 
should be noted that the index file may be transported over any convenient 
connection, not necessarily the FTP connection.. The index file is named in- 
dex.idx, and the first index file is initially sent to the server when the session, 
for example broadcasting, starts. The web server caches only the latest index 
file and is updated after either new fragment or segment is written to the 
server. The index file is overwritten each time a new fragment starts. For a 
video show request from the clients, the web server always reads the current 
data in the index file. 

[33] More specifically, the index file tells also what is the current segment and 
fragment number, and also the size (in bytes) of the fragments and the seg- 
ments. Due to this the index file keep an order of the encoded data in the form 
of fragments and segments. Further, the index file tells how many fragments 
are included in each segment. This allows, for example, the player in the sub- 
scriber's terminal 41 to know when to switch from requesting the segments in- 
stead of the fragments. The web server then returns the requested item. How- 
ever, the web server uses index file data to know when the last fragment is fin- 
ished, since it has to search for the next file to appear before it knows that 



previous file has been finished. Alternatively, each data file may end with 
known byte-sequence so that appearance of next file need not be known. As 
mentioned, the index file is constantly refreshed at the web server as new 
fragments and segments are written to the server. 

[34] The index file is located in the same directory wherein the data of the 
steams is stored. The index data has the following format: 

Frag=num 

Numfrag=num 

Fragsize=num 

Seg=num 

Segsize=num 

[35] Frag specifies the current fragment number. Numfrag specifies the num- 
ber of fragments in each segment. Fragsize specifies the size of the fragment 
in bytes. Seg specifies the current segment number. Segsize specifies the size 
of the segment in bytes. The colon indicates the end of the index file. The co- 
lon is important, since index file is updated constantly, and web server might 
reach end-of-file before the new file had been fully written. 

[36] The web server 3 is adapted to handle continuous media stream. The 
adaptation is achieved using a special CGI (Common Gateway Interface) pro- 
gram or server extension 33 (server extension such as Java Servlets, Apache 
modules, ASP) The CGI program accepts requests from subscribers for video 
show (streaming data from the broadcaster which is saved in consecutive files 
in the web server). It reads the data files as sent by the broadcaster, and 
transmits the files to the subscribers. The sending of the presentation files is 
performed in such a way that the continuous presentation data, which is ar- 
ranged into the file, is sent to the subscriber terminal in real-time before the 
whole presentation (file) is formed. For determining the current files CGI 
checks the status of the index file, which indicates the current file. The infor- 
mation of the index is sent to the subscriber's terminal after which the terminal 



can directly request the current and subsequent data files. The subsequent 
data files can be deduced by the naming system of the fragments and seg- 
ments. The index file is dynamically updated and is read each time when the 
CGI program is called. 

[37] In other words, data stream is sent to the subscribers 4 in small frag- 
ments starting from the file specified by the index. Small fragment size re- 
duces the starting delay. Every client starts at the beginning of the latest frag- 
ment, so that worst case delay is of one fragment size, at the server file deliv- 
ery point. Since there are other factors causing delay, such as encoding, 
transport and buffering, a few second delay caused by fragment size is ac- 
ceptable. Later, larger segments are sent to reduce a number of HTTP re- 
quests. Using files to represent parts of broadcast allows requests for older 
data, and easy deletion of specified older parts of broadcasts. In addition, 
proxies can cache each part separately. Separate requests also make the sys- 
tem compatible with HTTP 1.0, since accessing parts of the files requires 
HTTP 1.1. 

[38] Optionally, the broadcaster generates an additional index file (FIG. 2, 
224) for each segment to prepare video data for watching after live show. The 
segment index file is named x.idx. where x indicates the segment number. The 
segment index file tells the server the number of the segment for which and 
the size of the segment in bytes. The segment index file has the following for- 
mat: 

Seg=num 
Segsize=num 

[39] Seg specifies the number of the segment this index file is for. Segsize 
specifies the size of the segment in bytes. The colon indicates the end of the 
index file. 

[40] Data files are sent based on a request from a subscriber. The CGI pro- 
gram reads the file indicated by parameters, and reads the data file as it is 
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written to the server directory. When reaching the first request for getting a 
video representation the CGI program must read the index file send by the 
broadcaster. After this CGI gets direct requests for the latest video representa- 
tion file. The CGI program accepts following parameters using HTTP GET 
method to allow caching: GET query parameters are not used. Instead, 
PATHINFO is used in the following format: 

http://server/oplayo/live/video/videoname/seg/num/frag/num Using query pa- 
rameters would cause many proxies to consider the request a dynamic re- 
quest, preventing caching. Using pathjnfo turns parameters to look like direc- 
tories and files, so proxies cache the response, and request only single copy 
of data for simultaneous connections through the same proxy. This increases 
the capacity of the system. 

VIDEO=videoname 

SEG=num 

FRAG=num 

[41] VIDEO specifies the video to be sent. If no additional data is specified, 
the index data is sent to the subscriber. SEG specifies the current segment. 
This requires that the video has been specified. The segment number is sent 
back to the subscriber. FRAG specifies the current fragment. This requires 
that the video and segment have been specified. The fragment number of the 
segment is sent back to the subscriber. 

[42] Even thought, using the CGI program means that a new process must 
be started for each request coming from the subscribers, the load and delay 
should be marginal. Further, since no server specific extension is used (only a 
server supporting a normal HTTP is required), the solution is not fixed to a 
single web server. Server extension can be used to improve performance. An 
important aspect of the invention is that data files are read as they are written 
in the FTP upload directory, and that all data can be cached in proxies. 

[43] Instead of delivering a continuous data stream directly to a subscriber, 
the data stream can be deliver via a proxy 5 or a CDN (Content Delivery Net- 
work) A CDN is a service offered by a service provider. Fundamentally, a CDN 



maintains multiple locations with copies of the same content, and uses infor- 
mation about the user and the content requested to "route" the user to the 
most appropriate site. The proxy or CDN contains directory means 51 for sav- 
ing media stream files. 

[44] FIG. 3 shows an example of a continuous media stream, which is deliv- 
ered to a subscriber. Since the media stream is a live stream, a moment when 
the CGI program in the web server defines the current file to be delivered first 
is unknown. Let the moment represent fragment 7 311 in a segment. CGI de- 
livers fragments 7 to 15 to the subscriber before it changes to deliver seg- 
ments 312. 

[45] FIG. 4 illustrates the method according to a preferred embodiment of 
the invention. First, material for a video (and voice for it) must be taken 411 
When shooting the clips, the video and voice is captured by the broadcaster, 
which encodes the captured material 412. The encoded video and voice is ar- 
ranged into consecutive packets 413, and an index file is formed to represent 
the organized data. The index file contains information of the current packet. 
The index file is updated frequently. 

[46] The consecutive data are streamed to the web server 414. This means 
that the connection between the broadcaster and the web server is estab- 
lished and the data are situated into transmission packets. The format of 
transmission packets depends of the transmission protocols used. Now the 
web server comprises the live stream of video show from where a subscriber 
may request it whenever desired. 

[47] When the subscriber requires the video show, CGI sends 415 the cur- 
rent index file as a response to the subscriber. After this the subscriber's ter- 
minal can directly request the current file from the web server where CGI de- 
fines the current file in the stream to be delivered to the subscriber. 

[48] In the subscriber's terminal 4, an applet or another means for requiring, 
receiving and playing video shows 41 downloads the data files based on the 
requests. The applet, called player, requires frequently the latest video show 
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file. The first file is obtained using the index file. Subsequent files are achieved 
with direct requests concerning the files. The consecutive video files form a 
continuous data stream. Due to unexpected situations the player preferably 
buffers the data for a moment before playing. 

[49] Fig. 5 depicts an internal construction of a web server in accordance with 
a preferred implementation of the invention. Stream receiver module 500 is 
adapted to receive continuous presentation data from the broadcaster encod- 
ing element. The presentation arranger 510 arranges the presentation data 
into a plurality of presentation files. The arranger also defines the current 
presentation file, which is the first presentation file to be delivered to a new cli- 
ent request. 

[50] A delivery module 520 delivers the presentation files, starting from the 
current presentation file, in response to requests from a subscriber. 

[51] For illustration purposes, Fig 5 depicts a distributed web server, i.e. a 
web server where the functionality of the server resides in more than one 
computer. However it will be clear that the invention extends to implementa- 
tions using a single computer. It should also be noted that as in the Fig. 5 
example, the broadcaster is a part of the distributed web server, and resides 
with the arranger on a first computer 530, while the receiver module and the 
delivery module are executed on a second computer 540. 

[52] The different functional modules may be within a single computer, or 
may be spread across several computers. Similarly, portions of the functional- 
ity of the modules themselves may be distributed, e.g. the arranger may have 
a portion designating the current file may reside on a broadcaster computer, 
while the actual separation into presentation files resides in a separate web 
server computer. 



[53] As mentioned, in the preferred embodiment 2 second files are 
downloaded before the following 30 second file starts. Longer files mean less 
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requests and smoother functionality. Data files are asynchronously 
downloaded (independent of playing data), so that there are no stops. Small 
files are easier to handle in the cache than large files. And several subscribers 
who request the same video may actually get the same small file from the 
proxy. The CGI program follows the frag number in the index file, and when it 
tells that the current segment is full, CGI knows that the next segment starts. 
This information can be used when the web server is switched (The applet 
comprises a switching module for requesting segments or fragments.) to send 
segments instead of fragments. 

[54] Although above, there are described that the fragment and segment 
streams are needed for smooth function of the arrangement, alternatively only 
the fragment stream is required. The CGI program and the player can be 
adapted to handle fragments as virtual segments. This can be achieved by 
utilizing the naming system of the fragments. After receiving the index file and 
first fragments the player can send requests only at the beginning of each vir- 
tual segment. The CGI program understands to send all fragments belonging 
to the virtual segment as a response to the requests. 

[55] The invention makes is possible to use common web servers that sup- 
port an HTTP protocol. No separate streaming servers are required. No spe- 
cial components are needed in a proxy (or in CDN). Furthermore, the player 
may be switched to downloading small files, if the download speed is too low. 

[56] In the broadcaster, It is also possible to save live streams and play them 
at a later time. The name of the save file is specified before starting the 
broadcast. The saving function may be turned off or on during the broadcast 
transmission or the saving can be automatic. It may also be possible to con- 
struct a stream that contains only video or audio. An audio codec can be se- 
lected. Furthermore, the video input can be filtered before encoding. The filter 
reduces the noise that is in the picture information and thus smoothes the pic- 
ture. 
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[57] Since the invention utilizes a standard HTTP protocol, firewalls (FIG. 1 , 
6) are not a problem for receiving a live video show. Most firewalls probably let 
HTTP messages go through. In addition, many firewalls have timeouts for long 
transmissions. Since the invention uses separate requests, there is no prob- 
lem with long transactions, though a use of persistent HTTP connection re- 
duces delays. 

[58] It is also possible to use a number of segments of different sizes in a 
way that fragments fill the smallest segments, the smallest segments fill the 
next smallest segments and so on until the largest segments are filled. 

[59] As can be noted from the variety of the mentioned examples, the inven- 
tion is not restricted to those described in this text, but the invention can be 
used in other solutions as well, in the scope of the inventive idea. 



